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Batte ry prod uct @ Up to 10 batteries can be connected in parallel Compatible with multiple brands of mainstream golf
carts, AGV and sweeper use
15’;?3' Provide battey SOC, voltage and current through 10 years life design
LED display Long cycle life and high performance

www.topband.com/en

Nominal voltage 512V 25.6V
Nominal energy@0.2C 1536Wh 1536Wh
Nominal capacity@0.2C 30Ah 60Ah
Internal resistance@lkhz AC <50mQ <30mQ
Allowed MAX. charge current 30A | @25°C 60A | @25°C
Allowed MAX. discharge current 60A | @25°C 80A | @25°C
Recommend charge current 10A 30A
Recommend discharge current 30A 30A
Peak/Surge current limit T00A@10s 200A@3s
Short circuit protection S500A@366ps S500A@366ps
Charge voltage 56.8V 28.4V
Floating voltage 55.2V 27.6V
End of discharge 448V 22.4V

CE;;" O£ § Communication CAN,RS485
IP rating P67
Cycle life >4000 cycles, @25°C, @0.2C, @80%DOD
Weight ~15kg (33.0 Ibs) %14.5kg (319 Ibs)

Maintenance-free

Dimensions(W*H*D)

Parallel and series connection
Terminal and torque
Operation altitude

Operation temperature

Self-discharge rate(shutdown)
Recommended storage temperature

Recommended humidity

Charge and use at any time

260*180*272mMm (10.2*7.0*10.7 inch)

Support Max. 10 in parallel, Series connection is not allowed

Charge 0~60°C (32~140°F),
Discharge -20~60°C (-4~140°F)

M8 bolt | 8-12N-M

<3000m

<3% Per month

-10°C~40°C (14°F~104°F)

5~85%RH

Charge -20~60°C (-4~140°F),
Discharge -20~60°C (-4~140°F)

Golf Carts

Pack: IEC62133, CE, UL2271, UN38.3 Pack: CE, UN38.3
Cell: UL1642, UL2580, UN38.3 Cell: UL1642, UL2580, UN38.3

*This product picture is for reference only



