
G261BModel

Nominal voltage

Nominal capacity

Nominal energy

Usable energy

Maximum charge/ discharge rate

Operating voltage range

IP rating

Cycle life

Maximum number of parallel units

Dimension(W*D*H)

Weight

Application environment

Cooling method

Fire Protection

Operating temperature

Altitude

Ce�i�cation

832V

314Ah

261kWh

250kWh

0.5C

728V～949V

IP55

≥8000 cycles

16

1000*1350*2250mm

≈2400kg

Outdoors

Liquid cooling

Aerosol

-20℃~55℃

3000m（＞2000 derate）

UN38.3

Maximum suppo� for 16 cabinets in parallel, convenient for capacity 

expansion.

Match with mainstream PCS to achieve centralised or string con�guration.

Flexible con�guration

    55 protection level design, meet the outdoor scene use.

Operating temperature range -20~55℃.

High environmental adaptability

Suppo� cabinet transpo� with modules, reduce on-site 

installation work.

Modular design, convenient for maintenance.

Easy maintenance

LiFePO4 cell, high thermal stability.

Three levels of active protection system, accurately monitoring sho� circuit, 

over-current, over-voltage, over-temperature and other abnormalities.

PACK level �re protection and cluster level �re protection features are 

available.

Safe & Reliable

IP

The G261B outdoor batte� cabinet is con�gured with 261kWh batte� capacity. By liquid-cooling 

and modular design, the product provides DC-side solutions for industrial and commercial 

customers.

G261B

Outdoor Batte� Energy Storage System

www.topbandbatte�.com
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