TOPBAND ~

Batte ry Prod uct @ Higher thermal and chemical stability, along with Equipped with CAN / RS485 interface, It is

multiple built-in protection functions. It is both compatible with multiple popular golf cart brands
reliable and stable, while also providing faster

charging times

@ Modular and flexible, supporting up to 10 cluster Built-in heating ensures that the product works
batteries connected together to expand the efficiently even at low temperatures

energy system

UN38.3/CE/UL certificated, quality guaranteed )B)) Support Bluetooth function
IP67 waterproof performance is excellent L/.\_\ 4000+Cycles life @80%DOD

Nominal voltage 51.2v
Nominal energy@0.2C 5120Wh
Nominal capacity@0.2C 100ANh
Internal resistance@lkhz AC <50mQ
Allowed MAX. charge current 100A | @25°C
Allowed MAX. discharge current 120A | @25°C
Recommend charge current 50A
Recommend discharge current 100A
Peak/Surge current limit 200A@3s
Short circuit protection T000A@500us
Charge voltage 56.8V
Floating voltage 55.2V
End of discharge 448V
Communication Bluetooth, CAN and RS485
IP rating P67
Cycle life >4000 cycles, @25°C, @0.2C, @80%DOD
Weight ~55.5kg (122.4 Ibs)
Dimensions(W*H*D) 527*262*342mMm (20.7¥10.313.4 inch)
Parallel and series connection Support Max. 10 in parallel, Series connection is not allowed
Terminal and torque M8 bolt | 8-12N-M
Operation altitude <5000m
www.topband.com/en
Operation temperature Charge -20~60°C (-4°F~140°F), Discharge -20~60°C(-4°F~140°F)
Self-discharge rate(shutdown) <3% Per month
G o If Ca rts Recommended storage temperature -10°C~40°C (14°F~104°F)
Recommended humidity 5~85%RH
Certifications Cell: UN38.3, UL1973

*This product picture is for reference only



